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TIMBER POSTS
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TRIKE TRACK AREA
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STRIP (;ad\ss FROM GENERAL AREA
EX) TATE IN TOPSOILSUR SOIL AND MODEL THE GROUND

EXCAVATE TO AREDUCED LENELS POR THE CONSTRUCTION ©
TRACK. TO BE NOWINAL 1500 MM WIDE

PROVIDE AND FiX ThY POINGS FOR BITMAC SURFACE
TO BE 200X25 MM TR SOFTWOOD BOARDS NAILED TO
MM TREATED SOF PEGS POINTED AT ONE END AND [
THE GROUND.

ALL TIMBER TO BE TaNA
PROMIDE PLACE AMD COMPACT MOT TYPE 2 GRANULAR MAT
BASE

ASED

£ NO 2 34M LONG TIMBER POSTS. TO BE 1.8M ABOVE UMD LEVEL TO PROVIDE AND COMPACT MOT TYPE émm“n MATERIAL SUB

%ﬂ;%ﬁMHEN AND PLANED ALL ROUND. BASE z A i Z SRS PROVIDE ANZLAY BITMAC BASE AND WEARING COURSE TO
TO HAVE 1 NO GALVANISED HOOK PER POST SUITABLEATTAGH A 5 O FOR SEATING AREA STANCEBETOR

GANOPY, ATTACHED TO THE TOP OF EACH POST N

ALL TIMBER TO BE TANALISED RIKE TRACK AREA

CURVED BRICK WALL WITRIMBER
COPING

BILINM FREESTANDING BRICK WALL, I30MM HIGH  TRVE

WIDE X S0MM THICK. PLANED TIMBER COPING, TO BE ! CK
WALL

BRICKS ABOVE GROUND TO MATCH THOSE ON THE B
ALL BRICKS BELOW GROUND AND TWO BRICKS ABOQ
ENGINEERING BRICKS

TO BE BUILT ON STRIP CONCRETE FOLPNDM’IDV

ALLOW FOR EXCAVATION AROUND MANHGIE
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PROVIDE AND LAY TEGLILA CO
CONGRETE FOUNDATION AND
ARCLUND POSSIBLE MAINS ELE
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(ADDITIONAL FEATURES)

ALLOW FOR THE FOLLOWANG FEATURES TO BE INCLUDED Oh
AROUND THE TRIKE TRACK

WHITE CENTRE LINE ROAD PAINT MARKINGS

ZEBHA COSSING MARKINGS (2 NO )

ARTIFICIAL UNDULATIONS IN THE SURFACING. 2 NO TO BE RE
WITH 150MM DIAMETER PLANNED TIMBER ROUNDS, SET IN Gt
JUNCTIONS AND ROUNDABOUTS

PARKING SPACES WHERE INDICATED

SO0 MM DA PCC STEPPING STONES (FLAGS) SET INTO GROU
BEDDED ON MORTAR.

/

Line painting for
parking Qays for

Ooo Bitmac surfacing

New double gate

PROVITE AND LAY BITMAC BASE AND néqns COBFED PEDESWIAN
STANDARD FOR NATURE AREA. L
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PROVIDE AND FIX STRAIGHT METAL BENCH FIXED INSBOUND TO BE —_— =
SIZED TD SUIT 4.5 YEARS ~D ——i
SUBPLYJAND Fix | NO BIRD TABLE AND BATH EXACIIATION TO BE S =
AGREED. —~ g T
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, STRIP GRASS FROM AREAS TO BE PLANTED CUTLIVATE TO A DEPTH OF
450 MM FOR PROPOSED SHRUB BEDS. REMOVE ALL WASTE AND CART
FROM SITE
f SUPPLY AND SPREAD S0MM DEFTH MUSHROOM COMPOST OR SIMILAR
AFPPROVED.

SUPPLY AND PLANT SHRUB AND TREE SPECIES AS PER THE PLANTING
PLAN

! STRIP GRASS FROM AREAS TO BE TURFED, CULTIVATE ALL AREAS TO BE
TURFED TO A DEPTH OF 150MM. SUPRLY AND LAY GENERAL ALL

! PURPOSE TURF
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T "METAL EENCING
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SUPPLY AND FIX | OM HIGH BOW TOP GALVANISED MS FERTTRGAND —_
DOUBLE GATE

TO BE PAINTED 1N ALTERNATING COLOURS: RED, BLUE. GREEN AND
YELLOW,

PROPOSED PLANTING

PROPOSED GRASS AREAS

PROPOSED GALVANISED M S FEN
1000MM HIGH, ALTERNATE PANEL
BLUE. GREEN AND YELLOW COLO

PROPOSED TREE
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Paving to be flush with

threshold
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/
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Baggeridge Staffordshire 0§
Blue pavor, 100 x 200 x 65 , Z
laid on edge

Gully and downspout from
proposed canopy. To
connect to new soakaway
1000 x 1000,x 1000mm
soakaway.

Proposed new canopy 5
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Fencing to radius

Paving to be flush with
threshold

Expansion joint oping on top

1:60 rgy

Marshalls tegula cobbles

Top of kerb Centre point of amphitheatre to be centred
n 150mm above from door and face of retaining wall
playground
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Contractors Access to the
e % site. Fence panel to be
removed as necessary and

reinstated as required.




